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H2017 Racking customer’s service 
cables PSE’s transformer vaults

CABLE TRAINING AND IDENTIFICATION

NOTE: Applies ONLY to transformers 500 kVA and greater AND 12 or more runs of 500 kcmil or larger cables.

The requirements for cable training and identification are shown below.
• The cable shall extend a minimum of 7 feet above the transformer pad.
• Each cable shall be marked with colored tape to indicate its phase.
• All cables shall be bundled together by phase.
• Cables shall be secured to the cable ladder rungs; zip ties are acceptable.

SUPPORT RACK DETAIL
(ONE PHASE BUNDLE 

SHOWN)

2' MAX

CUSTOMER-PROVIDED
SUPPORT RACK AND STEPSCABLES EXTEND 7' MIN

ABOVE VAULT
ZIP-TIE CABLES TO 
LADDER RUNGS 
BY PHASE

BUNDLE THE CONDUCTORS 
OF EACH PHASE 
TOGETHER. MARK EACH 
PHASE CONDUCTOR WITH 
COLORED TAPE

DO NOT USE THE CABLE 
KNOCKOUT IN THE WALL 
WHERE THE CABLE LADDER 
IS LOCATED

PSE-PROVIDED 
AND INSTALLED 
CABLE LADDER

CABLE RACKING IN 7' X 7' X  5'-6" VAULTS


